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55 55.2
100 103.1
150 153.4
200 206.4
280 283.7
355 354.4
430 432.9
565 565.5

Product Part No. Definition

R20013C

Stroke (inches)

w/o Locking
Collar

Capacity (tons)

Type

SINGLE-ACTING,  GRAVITY RETURN, WITHOUT LOCKING COLLAR

HYDRAULIC CYLINDER
Max. Capacity: (See chart below)
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R280 Series
R355 Series
R430 Series
R565 Series
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1 64569-55-Stroke 1 Cylinder Body
2 64858-55-Stroke 1 Piston Rod
3 250972 1.5 ft. Reflective Tape

(Cut to .220/.280 wide)

4 *251531 1 Backup Washer
5 *251530 1 O-ring
6 9796 1 Ram Half Coupler
7 214596 1 Filter Disc
8 12201 1 Retaining Ring
9 251807 1 Decal

10 420396OR9 1 Handle Assembly
(Assemble handle approx. 
1/2” above center of gravity. 
Position handle so that 
coupler is in a protected
position when lifting.)

11 203908 1 Warning Decal
212064 1 Warning Decal

(For R552C)

12 309221CE 1 Trade Name Decal
202173 1 Trade Name Decal

(For R552C)

Part numbers marked with an asterisk (*) are contained
in Repair Kit No. 300674.

R55 Series
Item Part No.
No. No. Req’d Description

1 64569-100-Stroke 1 Cylinder Body
2 64858-100-Stroke 1 Piston Rod
3 250972 2 ft. Reflective Tape

(Cut to .220/.280 wide)

4 *251533 1 Backup Washer
5 *251532 1 O-ring
6 9796 1 Ram Half Coupler
7 214596 1 Filter Disc
8 12201 1 Retaining Ring
9 251807 1 Decal

10 58486OR9 1 Handle Assembly
(Assemble handle approx. 
1/2” above center of gravity. 
Position handle so that 
coupler is in a protected
position when lifting.)

11 203908 1 Warning Decal
212064 1 Warning Decal

(For R1002C)

12 202173 1 Trade Name Decal

Part numbers marked with an asterisk (*) are contained
in Repair Kit No. 300675.

R100 Series
Item Part No.
No. No. Req’d Description

NOTE: Both o-ring
and backup washer
must be replaced
when repairing
these cylinders!

Refer to any operating instructions included with this product for detailed information about operation,
testing, disassembly, reassembly, and preventive maintenance.

Items found in this parts list have been carefully tested and selected. Therefore: Use only genuine
Power Team replacement parts!

Additional questions can be directed to our Technical Services Department.
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1 64569-150-Stroke 1 Cylinder Body
2 64858-150-Stroke 1 Piston Rod
3 250972 2.5 ft. Reflective Tape

(Cut to .220/.280 wide)

4 *251535 1 Backup Washer
5 *251534 1 O-ring
6 9796 1 Ram Half Coupler
7 214596 1 Filter Disc
8 12201 1 Retaining Ring
9 251807 1 Decal

10 58487OR9 1 Handle Assembly
(Assemble handle approx. 
1/2” above center of gravity. 
Position handle so that 
coupler is in a protected
position when lifting.)

11 203908 1 Warning Decal
212064 1 Warning Decal

(For R1502C)

12 309221CE 1 Trade Name Decal
309219CE 1 Trade Name Decal

(For R1502C)

Part numbers marked with an asterisk (*) are contained
in Repair Kit No. 300676.

R150 Series
Item Part No.
No. No. Req’d Description

1 64569-200-Stroke 1 Cylinder Body
2 64858-200-Stroke 1 Piston Rod
3 250972 3 ft. Reflective Tape

(Cut to .220/.280 wide)

4 *251537 1 Backup Washer
5 *251536 1 O-ring
6 9796 1 Ram Half Coupler
7 214596 1 Filter Disc
8 12201 1 Retaining Ring
9 251807 1 Decal

10 58488OR9 1 Handle Assembly
(Assemble handle approx. 
1/2” above center of gravity. 
Position handle so that 
coupler is in a protected
position when lifting.)

11 37782 1 Warning Decal
212064 1 Warning Decal

(For R2002C)

12 309221CE 1 Trade Name Decal

Part numbers marked with an asterisk (*) are contained
in Repair Kit No. 300677.

R200 Series
Item Part No.
No. No. Req’d Description

1 64569-280-Stroke 1 Cylinder Body
2 64858-280-Stroke 1 Piston Rod
3 250972 3.3 ft. Reflective Tape

(Cut to .220/.280 wide)

4 *251538 1 Backup Washer
5 *250967 1 O-ring
6 9796 1 Ram Half Coupler
7 214596 1 Filter Disc
8 12201 1 Retaining Ring
9 251807 1 Decal

10 58489OR9 1 Handle Assembly
(Assemble handle approx. 
1/2” above center of gravity. 
Position handle so that 
coupler is in a protected
position when lifting.)

11 37782 1 Warning Decal
212064 1 Warning Decal

(For R2802C)

12 309221CE 1 Trade Name Decal

Part numbers marked with an asterisk (*) are contained
in Repair Kit No. 300678.

R280 Series
Item Part No.
No. No. Req’d Description

NOTE: Both o-ring
and backup washer
must be replaced
when repairing
these cylinders!
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1 64569-355-Stroke 1 Cylinder Body
2 64858-355-Stroke 1 Piston Rod
3 250972 3.7 ft. Reflective Tape

(Cut to .220/.280 wide)

4 *250986 1 Backup Washer
5 *250985 1 O-ring
6 9796 1 Ram Half Coupler
7 214596 1 Filter Disc
8 12201 1 Retaining Ring
9 251807 1 Decal

10 58268OR9 1 Handle Assembly
(Assemble handle approx. 
1/2” above center of gravity. 
Position handle so that 
coupler is in a protected
position when lifting.)

11 37782 1 Warning Decal
212064 1 Warning Decal

(For R3552C)

12 309221CE 1 Trade Name Decal

Part numbers marked with an asterisk (*) are contained
in Repair Kit No. 300679.

R355 Series
Item Part No.
No. No. Req’d Description

1 64569-430-Stroke 1 Cylinder Body
2 64858-430-Stroke 1 Piston Rod
3 250972 4.2 ft. Reflective Tape

(Cut to .220/.280 wide)

4 *251540 1 Backup Washer
5 *251539 1 O-ring
6 9796 1 Ram Half Coupler
7 214596 1 Filter Disc
8 12201 1 Retaining Ring
9 251807 1 Decal

10 58490OR9 1 Handle Assembly
(Assemble handle approx. 
1/2” above center of gravity. 
Position handle so that 
coupler is in a protected
position when lifting.)

11 37782 1 Warning Decal
212064 1 Warning Decal

(For R4302C)

12 309221CE 1 Trade Name Decal

Part numbers marked with an asterisk (*) are contained
in Repair Kit No. 300680.

R430 Series
Item Part No.
No. No. Req’d Description

1 64569-565-Stroke 1 Cylinder Body
2 64858-565-Stroke 1 Piston Rod
3 250972 4.7 ft. Reflective Tape

(Cut to .220/.280 wide)

4 *251542 1 Backup Washer
5 *251541 1 O-ring
6 9796 1 Ram Half Coupler
7 214596 1 Filter Disc
8 12201 1 Retaining Ring
9 251807 1 Decal

10 52725 1 Handle Assembly
(Assemble handle approx. 
1/2” above center of gravity. 
Position handle so that 
coupler is in a protected
position when lifting.)

11 37782 1 Warning Decal
212064 1 Warning Decal

(For R5652C)

12 309221CE 1 Trade Name Decal

Part numbers marked with an asterisk (*) are contained
in Repair Kit No. 300681.

R565 Series
Item Part No.
No. No. Req’d Description

NOTE: Both o-ring
and backup washer
must be replaced
when repairing
these cylinders!



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


